GREEN WATERPROOFING SYSTEM

SWIMMING POOL, POND

UPTURN KICKER M.S. GRATING

POOL DECK

Swimming pools are constantly subject to water pressure. The waterproofing also
needs to be able to cope with the pool chemicals. If not properly waterproofed, it will
suffer from water damage such as cracking and aking, and it will also be damaged
by the pool chemicals used. Pentens T-100 waterproofing is the most preferred type
of waterproofing for swimming pools. Pentens T-100 is a single component which is
newly developed polymer of MMA, natural rubber, and polyurethane combines with
the reaction with asphalt and then being modified and further emulsified to form
elastic waterproof membrane.
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Environmentally friendly product

TILE FINISHES

WATERPROOFING SYSTEM

1ST LAYER: PENTENS WP PRIMER T007

2ND, 3RD, 4TH LAYERS: PENTENS T100 WATER-BASED PU
WATERPROOFING MEMBRANE @ 0.25-0.5 KG/M% 3 LAYERS

ANGLE FILLET

=T 50MM THK. SCREED LAID TO FALL

SWIMMING POOL
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A. Cadmium (d) Notf!e&at!th
B. Lead (Pd) Not Detected
C. Total Chromium (Cr) Not Detected
D. Mercury (Hg) Not Detected

Volatile Organic Compounds  0.53
(ISO 11890-2) (g/L)




